
11 System 3R Ledger for Reference elements and 3Rulers

�

�������������������������������
�	��������������� ������������������������••�••�����•����• � �
�€�‚ƒ��„•…†���•��•�••��������€���‡�ˆ�������‰��� �‡�����ˆ�����Š���‹��€�•••ˆ�������ˆ��� �

�
�
�

��������������������������������������
Œ�Ž�•�������•�†�

��•‘�������� �‡���������
�	’��†�•�

��������������������������������������������������
��
�
�

�
�
� �
�
�
�
�
�
�
�
�
�
�
�
�

�
�
�
���������•��•���������������
“��”�������€�

•€��••����
–€��••����

�
�
Š���—���������‡����������
�������‡���������� ��‹��������
�����
•����•��������•��������•��� ˆ�
�
“��”�������€�

•€��••����
–€��••����

�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
•����������‡����������
�������‡���������� ��‹��������
�����
•����•��������•��������•��� ˆ�
�
“��”�������€�

•€��••����
–€��••����

�
�
�
�������˜������™�
���š�›››œ���Ž�����
�
������ �������  ����������ˆ�
�
Œ��€����‡����������������•������
����‡������‹�� �������”€��
���†�����
�
��ƒ�ˆ��������
��ž�Š˜ˆ�
�
�

�
�

�
���š�ƒ�•�
�
����

�
��••ˆ•Ÿ��¡�„�›…�

‡���������
�
�

�
�

�
���š���•�
�
����

�
��••ˆ•Ÿ�ž��„�›…�

‡���������
�

’��‡�����������‡���•�����Ž��� ������•����� ����� ˆ�



12 System 3R Ledger for Reference elements and 3Rulers

 

GF Machining Solutions, System 3R International AB, Sorterargatan 1, SE-162 50 Vällingby, Sweden 
Tel: +46-(0)8 620 20 00, E-mail: info.system3r@georgfischer.com, Home page: www.system3r.com 

 
 
 

MIC – Machine Interface Configuration 
November 11, 2018 

Subject to modifications 
MIC-2811 

AgieCharmilles – CUT 3000, 3000S, 3000X, 3000 OilTech 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Machine table without tooling 
Working area: 

X: 500 mm 
Y: 350 mm 

 
 

Horizontal configuration 
This configuration display one 3Ruler, 
but two cross bars may be used. 
 
Working area: 

X: 500 mm 
Y: 350 mm 

 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
Vertical configuration 
This configuration display one 3Ruler, 
but two cross bars may be used. 
 
Working area: 

X: 475 mm 
Y: 350 mm 

 
 
 
See also TPS-sheet “3R-239-xxx” covering 
3Ruler and recommended accessories. 
 
Note: The reference rail also enables the 
use of other products like: 3R-218-S,  
3R-243.2-1 or 3R-272HP. 

 
 

 
 

3R-239-575 
3Ruler 

3R-200.6J-STD (2x) 
Reference rail 
 
 

 
 

3R-239-435 
3Ruler 

3R-200.5J-2 (2x) 
Reference rail 
 

Configuration of table is valid year 2011 and later. 
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MIC – Machine Interface Configuration 
November 11, 2018 

Subject to modifications 
MIC-2804 

AgieCharmilles – CUT P800, P800 L 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Machine table without tooling 
Working area: 

X: 800 mm 
Y: 550 mm 

 
 

Horizontal configuration 
This configuration display one 3Ruler, 
but two cross bars may be used. 
 
Working area: 

X: 800 mm 
Y: 461 mm 

 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
Vertical configuration 
This configuration display one 3Ruler, 
but two cross bars may be used. 
 
Working area: 

X: 712 mm 
Y: 550 mm 

 
 
 
See also TPS-sheet “3R-239-xxx” covering 
3Ruler and recommended accessories. 
 
Note: The reference rail also enables the 
use of other products like: 3R-218-S,  
3R-243.2-1 or 3R-272HP. 

 
 

 
 

3R-239-865.86 
3Ruler 

3R-200.6J-1 (2x) 
Reference rail 
 
 

 
 

3R-239-615 
3Ruler 

3R-200.3J-1 (2x) 
3R-200.4J-1 (2x) 
Reference rail 
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MIC – Machine Interface Configuration 
November 11, 2018 

Subject to modifications 
MIC-2805 

AgieCharmilles – CUT P1250 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Machine table without tooling 
Working area: 

X: 1250 mm 
Y: 850 mm 

 
 

Horizontal configuration 
There is no 3Ruler made available for 
horizontal configuration. 
 
Working area: 

X: 1250 mm 
Y: 850 mm 

 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
Vertical configuration 
This configuration display one 3Ruler, 
but two cross bars may be used. 
 
Working area: 

X: 1111 mm 
Y: 850 mm 

 
 
 
See also TPS-sheet “3R-239-xxx” covering 
3Ruler and recommended accessories. 
 
Note: The reference rail also enables the 
use of other products like: 3R-218-S,  
3R-243.2-1 or 3R-272HP. 

 
 

 
 

No 3Ruler has been made 
available for horizontal 
configuration.  

 
 

3R-239-915.86 
3Ruler 

3R-200.6J-1 (4x) 
Reference rail 
NOTE: All rails are 
mounted 180° in order 
to close distance. 
 

3R-200.4J-1 (4x) 
Reference rail may 
alone or together with  
3R-200.6J-1 support 
products other than 
3Ruler 
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MIC – Machine Interface Configuration 
May 17, 2021 

Subject to modifications 
MIC-2951 

AgieCharmilles – CUT X 350 

  
Machine table without tooling 
Working area: 

X: 350 mm 
Y: 250 mm 

Horizontal configuration 
This configuration display one 3Ruler, 
but two cross bars may be used. 

Working area: 
X: 350 mm 
Y: 250 mm 

Vertical configuration 
This configuration display one 3Ruler, 
but two cross bars may be used. 

Working area: 
X: 350 mm 
Y: 250 mm 

See also TPS-sheet “3R-239-xxx” covering 
3Ruler and recommended accessories. 

Note: The reference rail also enables the 
use of other products like: 3R-218-S,  
3R-243.2-1 or 3R-272HP. 

3R-239-425 
3Ruler 

3R-200.5J-STD (2x) 
Reference rail 

3R-239-330 
3Ruler 

3R-200.5J-71 (2x) 
Reference rail 
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MIC – Machine Interface Configuration 
May 17, 2021 

Subject to modifications 
MIC-2952 

AgieCharmilles – CUT X 500 

Machine table without tooling 
Working area: 

X: 500 mm 
Y: 350 mm 

Horizontal configuration 
This configuration display one 3Ruler, 
but two cross bars may be used. 

Working area: 
X: 500 mm 
Y: 350 mm 

Vertical configuration 
This configuration display one 3Ruler, 
but two cross bars may be used. 

Working area: 
X: 475 mm 
Y: 350 mm 

See also TPS-sheet “3R-239-xxx” covering 
3Ruler and recommended accessories. 

Note: The reference rail also enables the 
use of other products like: 3R-218-S,  
3R-243.2-1 or 3R-272HP. 

3R-239-575 
3Ruler 

3R-200.6J-STD (2x) 
Reference rail 

3R-239-435 
3Ruler 

3R-200.5J-2 (2x) 
Reference rail 
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